Trimless

The face cover, inner ring and outer ring are made of pure aluminum and
shaped by extrusion; the main body box is made of cold rolled sheet; the
surface is treated by dusting;

Three optional parts, honeycomb net, fully toughened frosted glass and clear
glass, are available, and users can choose different parts to form different
combinations;

QR-LP111 light source is used; the radiation angle is adjustable and electric
appliances are installed externally;

It is sultable for hotels, department stores, various franchise stores, garment
stores, superfine goods stores, art galleries, entertainment places, homes, etc.;
This product is CE certified and all materials are in conformity with RoHS

standard.
ﬁ W @ c E IP20 R4BOO11 v Max.2 x 76W / excl.Electronic Transformer / G53 / AC12V
R4 11 25 Max.2 x T5W 1.E| nic Transformer AC12V
NW: 1.69Kg BOO A ax.2 x T5SW / excl.Electronic Transformer / €53 / AC
28978 Ix | 0.14m
72451k | 028m
B 3220k | 042m
QR-LP111(PHILIPS)
1811k | 086m
188 | 0.70m
\ . 4’," High lluminance Diameter
+30° ~ -30°Tilt m 5 ~ 95mm 5147 | 043m Beam Angle; 24°
1287 | 085
(Y7 330 x 164mm b m
5721x 1.30m
302 1x 172m
206 Ix 216m
Illuminance Diameter
1889 | 081m BlarAnaie; 45
4121x 162m
45°
2101x 244m
1181x 3%5m
~10000d\J5 m 76 Ix 406m
High llluminance Diameter
Max.2 x 100W / excl.Electronic Transformer / G&3 / AC12V
Max.2 x 100W / excl.Electronic Transformer / G53 / AC12V
451271 | 01d4m Besn fngh: W
112821x | 0.28m
g
5014l | 042m
28201k | 0B6m
18051 | 0.70m
illuminance Diameter
8332 Ix 043m Beam Angle: 24°
2083k | 085m
24°
926 1x 1.80m
621 Ix 1.72m
333 1% 215m
iluminance Diameter
26881 | 081 m
667 |x 162m
45°
296 1x 244m
167 Ix 32%m
107 I 408m

flluminance Diameter



